**Scrub Resistance EXOCOAT Clearview-2**

A coating based on EXOCOAT Clearview-2 was evaluated on its scrub resistance according to ASTM D2486. EXOCOAT Clearview-2 was tested against a non-wax based market standard.

**Product in test:** EXOCOAT Clearview-2 (vs Competitor)
**Description:** Sol-gel system
**Preparation:** Mix Ratio:
2 parts of Component A on volume basis
1 part of Component B
**Testing and evaluations:** Scrubbed with Nylon Bristle Brush with total weight of 454 g
**Scrub medium:** According to ASTM D2486:
45% silica + 2% detergent and additives in water

<table>
<thead>
<tr>
<th>Starting point Parameter</th>
<th>EXOCOAT Clearview-2</th>
<th>Competitor</th>
</tr>
</thead>
<tbody>
<tr>
<td>Transparency (Vis %)</td>
<td>88.9</td>
<td>88.0</td>
</tr>
<tr>
<td>Initial Contact angle (CA°)</td>
<td>110</td>
<td>101</td>
</tr>
</tbody>
</table>

**Scrub resistance EXOCOAT Clearview-2**

The information presented herein is true and accurate to the best of our knowledge, but without any guarantee unless explicitly given. Since the conditions of use are beyond our control, we disclaim any liability including for patent infringement, incurred in connection with the use of these products, data or suggestions.